
INSTRUMENTAL SPEAKERS

MODEL IMPEDANCE SENSITIVITY FREQ. RESP. VOICE COIL POWER NOMINAL
DIAMETER

8 ohms 98dB 45Hz-3.5KHz 2.5” 500W
KPA-1230 8 ohms 97dB 43Hz-4.5KHz 2” 300W 12”

KTM-188 8 ohms 102dB 38Hz-2KHz 4” 1500W 18”
SW-1800 8 ohms 105dB 35Hz-1.5KHz 5” 1500W 18”

15”KPA-1550

8 ohms 101dB 35Hz-1.7KHz 4” 1200W 18”RC-18-1200
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KTM-188
Twin Magnet Subwoofer

Dual Damper

KPA-1550

AT-1840F
High Power Subwoofer

Dual Damper

KPA-1230

RC-18-1200
High Power Subwoofer

Dual Damper



PRO INSTRUMENTAL SPEAKER

SW-1800
High Power Subwoofer

Dual Damper

SW-18001
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BNC-1230

BNC-1530 BNC-1840

MODEL IMPEDANCE SENSITIVITY FREQ. RESP. VOICE COIL POWER NOMINAL
DIAMETER

8 ohms 101dB 35Hz-3KHz 3” 600W
BNC-1840 8 ohms 102dB 33Hz-2KHz 4” 1200W 18”

AT-1840F 8 ohms 102dB 35Hz-2KHz 4” 1200W 18”

SW-180001 8 ohms 105dB 28Hz-2KHz 6” 2000W 18”

15”BNC-1530

8 ohms 99dB 40Hz-3.5KHz 3” 600W 12”BNC-1230


