
WIRELESS MICROPHONE AND DISTRIBUTION ANTENNA

VR-2
 • Dual VHF Wireless Microphone
• AA Battery
• Low Battery LED Indicator
• Front Antenna For Better Receiving 
• Capable Up To 30 Meters Of Distance

WS-82U
Antenna Distribution System
   • Complete with wide band log antenna and booster to increase
     the RF signal strength and distance for better stability
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PM-101 (Portable Wireless Microphone)
    • Portable & Compact Design
    • Dual UHF Microphone
    • Selectable 16 Frequencies
    • LED Display
    • Detachable Antenna
    •    • AA Battery Adapter (USB)

UHM-200
    • Freq. Range: 677MHz - 696MHz
    • 10 Selectable Frequencies Per Mic
    • Freq. Resp.: 40Hz - 18KHz
    • Mic Battery Type: 2X AA 
    • Receiver Battery Type: 
         Rechargeable Li-Battery(         Rechargeable Li-Battery(1100 mA)

UHM-100
    • Freq. Range: 600MHz - 649MHz
    • 10 Selectable Frequencies
    • Freq. Resp.: 50Hz - 15KHz
    • Receiver Battery Type:
         Rechargeable Li-Battery 3.7V (400mA)



WIRELESS MICROPHONE

CLR-400
  • Quad UHF Wireless Microphone
  • UHF Freq.: 600 - 724 MHz
  • 200 Selectable Frequencies
  • 50 Freq. each channel
  • Easy to sync and operate
    • Colored LCD display in receiver
  • LCD display on handheld
  • 1U Space Rack Mountable
  • Dual Antenna Receiving System
  • Transmitter Display Battery Status

 Rack Mount 
(Mounting Ear)

CLR-200
  • Dual UHF Wireless Microphone
  • UHF Freq.: 600 - 724 MHz
  • 200 Selectable Frequencies
  • 100 Freq. each channel
  • Easy to sync and operate
    • Colored LCD display in receiver
  • LCD display on handheld
  • 1U Space Rack Mountable
  • Dual Antenna Receiving System
  • Transmitter Display Battery Status
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WIRELESS MICRPHONE

MR-250H
  • Dual UHF Wireless Microphone
  • 200 Selectable Frequencies
  • Each receiver have 100 UHF frequencies can be 
    selected.
  • Dual Antenna, True Diversity receiving system.
  • 1U space rack mountable.  • 1U space rack mountable.
  • Big LCD display for easy viewing.
  • Balance XLR and unbalance audio output.
  • Soft touch button control, easy to sync frequencies 
    and operate.
  • The transmitter display battery status.

UM-200S
• Dual UHF with 32 Selectable Frequencies
• USB rechargeable battery
• Charging port in receiver front panel
   for easy charging.
• 1U rack unit design
• Dual antenna
•• AA battery holder

2X 4X
USB Lithium 
rechargeable 
battery

AA Battery Holder
Rack Mount
(Mounting Ear)

 Rack Mount 
(Mounting Ear)
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WIRELESS MICROPHONE

ACT-959DH (Dual Handheld) / ACT-959DB (Dual Beltpack)
  • 16 Groups, 90 UHF channels can be selected.
  • Dual Antenna True Diversity receiving system.
  • 1U rack unit design.
  • LCD display function.
  • Balance XLR and unbalance TRS audio output.
  •  • The receiver can display the transitter’s battery status,
    for the operator to supervise the battery consumption.
  • Automatic Frequency Search function.
  • Infrared Syncronize.
  • Rechargeable Lithium battery (18500)  thru receiver USB port.

Beltpack

Lapel Mic Headworn Mic

Handheld

Rack Mount 
(Mounting Ear)
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SLR-2 (Dual Handheld) / SLR-2B (Dual Beltpack)
  • Dual UHF Wireless Microphone
  • 200 Selectable Frequencies
  • 100 Frequencies Each Channel
  • Dual Antenna
  • Easy To Sync And Operate
  •  • Big LCD Display For Easy Viewing
  • Balance XLR & Unbalance Audio Input
  • 1U Space Rack Mountable

Beltpack

Lapel Mic Headworn Mic

Handheld
Rack Mount 
(Mounting Ear)


